
INSTRUCTIONS FOR MOUNTING THE INSTRUCTIONS FOR MOUNTING THE FERRET PROFERRET PRO  TO JONARD TOOLS TO JONARD TOOLS TELESCOPING POLE RDT-18KTELESCOPING POLE RDT-18K..
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Learn more at www.ferrettools.com
admin@ferrettools.com 

Select the 8-32 to 1/4 20 thread adaptor that is provided 
with the Ferret Pro kit.

Screw the 8-32 end of the thread adaptor into the hold on 
the top of the platform located on the Telescoping Pole 
RDT-18K).

Screw the flexible gooseneck rod onto the 8-32 to 1/4-20 
thread adaptor.

Screw the Ferret Pro camera onto the end of the gooseneck 
as shown above.

https://jonard.com/multipurpose-wireless-inspection-camera-cable-pulling-tools?v=1001
https://jonard.com/rdt-18k-telescoping-pole-18-feet?v=445
https://jonard.com/multipurpose-wireless-inspection-camera-cable-pulling-tools?v=1001
https://jonard.com/rdt-18k-telescoping-pole-18-feet?v=445
https://jonard.com/rdt-18k-telescoping-pole-18-feet?v=445
https://jonard.com/multipurpose-wireless-inspection-camera-cable-pulling-tools?v=1001

